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Model 570

Continuous Operation 
While Straining up to 
30,000 GPM

The Eaton Model 570 duplex 
basket strainer, specifically 
designed to remove potential 
damage causing particles from 
large volumes of water and 
other process media, strains 
up to 30,000 gpm efficiently 
and cost effectively. The 
strainer operates continuously, 
and the pipeline flow never 
has to shut down for strainer 
basket cleaning. 

A sliding gate mechanism 
operated by hand wheels, 
switches the flow from one 
basket chamber to the other. 
The free-floating valve disc 
mechanism moves easily  
and does not bind. The fully 
enclosed, valve-operating 
stem protects it from the  
fluid flow. 

Multi-basket Strainer

The Model 570 contains four 
baskets in each of the two 
straining chambers for a total 
of eight per duplex strainer. It 
is a very compact unit for its 
size with a low profile–ideal 
for tight installations in which 
space is a problem. Because 
of the multi-basket design, the 
individual baskets are smaller 
and lighter than would be 
possible with just one basket. 
One person can easily and 
rapidly remove and clean the 
baskets without lifting tackle. 

The baskets feature a unique, 
angled top to permit direct 
fluid entry that contributes to 
the strainer's low-pressure 
drop. Because of the large 
open area ratio in the baskets, 
they have an unusually high 
dirt holding capacity, which 
results in a longer cycle 
between basket cleaning. 
Over time, the savings in labor 
and downtime for basket 
cleaning will be considerable.

FEATURES

Continuous flow—no shutdown for basket cleaning

Sliding gate design

Eight baskets per strainer (four per side)

Bolted cover

Compact

Threaded drain

Perforated or mesh stainless steel baskets standard

Synchronized chain drive 

Pressure equalization assembly

OPTIONS

Stainless steel construction

Basket perforations from 1/32" to 1/2" 

Basket mesh of 20, 40, or 60

Monel baskets

Drain valves

Cover lift davit

Pressure differential gauge and switch connections

Basket flange gaskets

Magnetic basket inserts

Left hand drive
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MODEL 570 Multi-Basket Duplex Strainer

Cv Factors*

 Size Value Size Value

* For water with clean, perforated basket

Selection Chart

Size Material End Connection Gaskets Pressure Rating

DIN flanges available

Dimensions (in/mm)

Pipe         Weight–Iron Weight–Carbon Steel 
 Size  A B C D E F G (lb / kg) (lb / kg)
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Dimensions and weights 
are for reference only. 
Contact Eaton for certified 
drawings
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